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Notices 

 

Issue Date 
August 4, 2014 

 Proximity Sensors  No. 2014046CE(2) 

 
Discontinuation Notice of E2E (old style) series. 

 
<< REQUEST >> 
There was modification in portion of Product Discontinuation notices of Product News No. 2014046CE of March 2014 
issue. What we have changed is as follows; Some recommendable products are changed and the addition of notice. 
Please abolish old edition, replace the latest No. 2014046CE(2). 

 

 Product Discontinuation  Recommended Replacement 
 Proximity Sensor  Proximity Sensor 

 

Model E2E-X[]D[]-M1[]-T[] 
 

 

Model E2E-X[]D1-N3/-N11 
 

 

Model E2E-X10D1-16 
 

 

Model E2E-X3D1-N14 
 

Model E2E-X[]D1-N1 
 

 

Model E2E-X[]1-6/-N12 
 

 

Model E2E-X2F1-3 
 

Model E2E-X1R5Y[]-G7 
 

Model E2E-X10Y1-5 
 

Model E2E-X1R5E1-16 
 

 

Model E2E-X2D1-N8 
 

 

Model E2E-X2E1-12 
 

 

Model E2E-X1R5E1-15 

Model E2EQ-X[]D[]-M1GJ-T[] or 
Model E2EQ-X[]D[]-M1GJ 

 

Model E2EQ-X[]D1G-M1GJ-T or 
Model E2EQ-X[]D[]-M1GJ 

 

Model E2EQ-X10D1 or  
Model E2EF-QX[]D1 

 

Model E2EF-QX3D1-M1TGJ 
 

Model E2EQ-X[]X1 or  
Model E2EQ-X[]D1(-M1GJ) 

 

Model E2FM-X[]1 or  
Model E2EF-X[]1 

 

Model E2EM-X4X1-1 
 

No recommended replacement 
 

Model E2E-X10Y1-US 
 

Model E2E-X1R5E1 or  
Model E2E-X2E1 

 

Model E2E-X2D1-N or  
Model E2E-X3D1-N 

 

Model E2E-X5E1 or  
Model E2E-X2E1 

 

Model E2E-X1R5E1 

 
[ Discontinuation date ] 

The end of March, 2015 
 
  

 

Correction Reissue 
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[ Caution on recommended replacement ] 
・CN type substitution is PWC type.  
・Some Models differ in pin wiring of a connector terminal.  
・Some Models differ in output specification.  
・The cable of silicone rubber or the tube of silicone rubber is not served. 
・Some Model of sensing surface is white. 
・Some Model of sensing surface is gray. 
・Some Model of diameter is larger than before. 
・Some Model of sensing distance is  longer than before. 

 
[ Difference from discontinued product ] 

Recommended replacement 
Model 

Body Color Dimensions
Wire 

connection
Mounting 

Dimensions 
Characteristics

Model E2EQ-X[]D[]-M1GJ-T[] * * * ** * 

Model E2EQ-X[]D1-M1GJ * * * ** * 

Model E2EQ-X[]D1G-M1GJ-T * * * ** * 

Model E2EQ-X10D1 * ** ** ** * 

Model E2EF-QX12D1 * * ** ** * 

Model E2EF-QX[]D1-M1TGJ * -- * ** * 

Model E2EQ-X[]X1 * ** ** ** -- 

Model E2FM-X[][]1 * * -- ** -- 

Model E2EF-X[][]1 * * ** ** * 

Model E2EM-X4X1-1 * * -- ** * 

Model E2E-X10Y1-US * ** ** ** * 

Model E2E-X1R5E1 * -- ** ** * 

Model E2E-X2E1 * * ** -- * 

Model E2E-X2D1-N * * ** ** * 

Model E2E-X3D1-N * * ** -- * 

Model E2E-X5E1 * -- ** -- * 

Model E2E-X1R5E1 * ** ** ** ** 

 

** : Compatible 
* : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 

 
[ Product Discontinuation and recommended replacement ] 

Product discontinuation Recommended replacement 

Model E2E-X3D1-M1G-T1 
Model E2EQ-X3D1G-M1GJ-T 0.3M 
Model E2EQ-X3D1-M1GJ 0.3M 

Model E2E-X7D1-M1G-T1 
Model E2EQ-X7D1G-M1GJ-T 0.3M 
Model E2EQ-X7D1-M1GJ 0.3M 

Model E2E-X10D1-M1G-T1 
Model E2EQ-X10D1G-M1GJ-T 0.3M 
Model E2EQ-X10D1-M1GJ 0.3M 

Model E2E-X7D2-M1G-T1 Model E2EQ-X10D2R-M1GJ-T4 0.3M 

Model E2E-X10D2-M1G-T1 Model E2EQ-X10D2R-M1GJ-T4 0.3M 

Model E2E-X10D2-M1G-T3 Model E2EQ-X10D2R-M1GJ-T4 0.3M 

Model E2E-X3D1-M1J-T1 0.3M Model E2EQ-X3D1G-M1GJ-T 0.3M 

Model E2E-X3D1-M1J-T1 0.5M Model E2EQ-X3D1G-M1GJ-T 0.3M 

Model E2E-X7D1-M1J-T1 0.3M Model E2EQ-X7D1G-M1GJ-T 0.3M 

Model E2E-X7D1-M1J-T1 0.5M Model E2EQ-X7D1G-M1GJ-T 0.3M 
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Product discontinuation Recommended replacement 

Model E2E-X10D1-M1J-T1 0.3M Model E2EQ-X10D1G-M1GJ-T 0.3M 

Model E2E-X10D1-M1J-T1 0.5M Model E2EQ-X10D1G-M1GJ-T 0.3M 

Model E2E-X3D1-M1GJ-T1 0.5M 
Model E2EQ-X3D1G-M1GJ-T 0.3M 
Model E2EQ-X3D1-M1GJ 0.5M 

Model E2E-X7D1-M1GJ-T1 0.5M 
Model E2EQ-X7D1G-M1GJ-T 0.3M 
Model E2EQ-X7D1-M1GJ 0.5M 

Model E2E-X10D1-M1GJ-T1 0.5M 
Model E2EQ-X10D1G-M1GJ-T 0.3M 
Model E2EQ-X10D1-M1GJ 0.5M 

Model E2E-X3D1-M1J-T1N 0.3M Model E2EQ-X3D1G-M1GJ-T 0.3M 

Model E2E-X7D1-M1J-T1N 0.3M Model E2EQ-X7D1G-M1GJ-T 0.3M 

Model E2E-X10D1-M1J-T1N 0.3M Model E2EQ-X10D1G-M1GJ-T 0.3M 

Model E2E-X10D2-M1J-T4N 0.3M Model E2EQ-X10D2R-M1GJ-T4 0.3M 

Model E2E-X3D1-N3 0.5M Model E2EQ-X3D1G-M1GJ-T 0.3M 

Model E2E-X7D1-N3 0.5M Model E2EQ-X7D1G-M1GJ-T 0.3M 

Model E2E-X10D1-N3 0.5M Model E2EQ-X10D1G-M1GJ-T 0.3M 

Model E2E-X7D1-N11 0.3M 
Model E2EQ-X7D1G-M1GJ-T 0.3M 
Model E2EQ-X7D1-M1GJ 0.3M 

Model E2E-X10D1-16 2M 
Model E2EF-QX12D1 2M 
Model E2EQ-X10D1 2M 

Model E2E-X3D1-N14 0.5M Model E2EF-QX3D1-M1TGJ 0.3M 

Model E2E-X3D1-N1 2M Model E2EQ-X4X1 2M 

Model E2E-X7D1-N1 2M Model E2EQ-X8X1 2M 

Model E2E-X7D1-N1 10M Model E2EQ-X7D1-M1GJ 0.3M 

Model E2E-X10D1-N1 2M Model E2EQ-X10D1 2M 

Model E2E-X5E1-6 2M Model E2FM-X5C1 2M 

Model E2E-X7D1-N12 2M 
Model E2FM-X5D1 2M 
Model E2EF-X7D1 2M 

Model E2E-X2F1-3 2M Model E2EM-X4X1-1 2M 

Model E2E-X1R5Y1-G7 2M No recommended replacement 

Model E2E-X1R5Y2-G7 2M No recommended replacement 

Model E2E-X10Y1-5 2M Model E2E-X10Y1-US 2M 

Model E2E-X10Y1-5 5M Model E2E-X10Y1-US 5M 

Model E2E-X1R5E1-16 2M 
Model E2E-X2E1 2M 
Model E2E-X1R5E1 2M 

Model E2E-X2D1-N8 2M 
Model E2E-X2D1-N 2M 
Model E2E-X3D1-N 2M 

Model E2E-X2E1-12 2M 
Model E2E-X5E1 2M 
Model E2E-X2E1 2M 

Model E2E-X1R5E1-15 2M Model E2E-X1R5E1 2M 
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[ Body color ] 
Product discontinuation Recommendable replacement 

Model E2E-X[]D1-M1J-T1N 
 

Case                  : Black 
Sensing surface : White 
Cable                 : Gray (Fluoride) 
 

Model E2EQ-X[]D1-M1GJ  
Model E2EQ-X[]D1G-M1GJ-T 

Case                  : Black 
Sensing surface : White 
Cable                 : Gray (PVC) 

Model E2E-X[]D1-M1G-T1  
Model E2E-X[]D1-M1(G)J-T1 
Model E2E-X[]D1-N3/-N11 

Case                  : Black 
Sensing surface : White 
Cable                 : Gray 
Silicon tube        : White (-N11 type) 
 

Model E2EQ-X[]D1-M1GJ  
Model E2EQ-X[]D1G-M1GJ-T 
 

Case                  : Black 
Sensing surface : White 
Cable                 : Gray 
Silicon tube is not served. 

Model E2E-X10D2-M1J-T4N 
 

Case                  : Black 
Sensing surface : Black 
Cable                 : Gray (Fluoride) 
 

Model E2EQ-X10D2-M1GJ  
Model E2EQ-X10D2R-M1GJ-T 

Case                  : Black 
Sensing surface : White / Gray 
Cable                 : Gray (PVC) 

Model E2E-X[]D2-M1G-T1/-T3 
Case                  : Black 
Sensing surface : Black 
Cable                 : Gray 
 

Model E2EQ-X10D2R-M1GJ-T 
Case                  : Black 
Sensing surface : Gray 
Cable                 : Gray 

Model E2E-X10D1-16 
CASE                 : Black 
Sensing surface : White 
Cable                 : Red 

Model E2EQ-X10D1 
CASE                 : Black 
Sensing surface : White 
Cable                 : Gray 
 

Model E2EF-QX12D1 
CASE                 : Black 
Sensing surface : Black 
Cable                 : Gray 
 

Model E2E-X3D1-N14 
CASE                 : Black 
Sensing surface : White 
Cable                 : Gray 
 

Model E2EF-QX3D1-M1TGJ 
CASE                 : Black 
Sensing surface : Black 
Cable                 : Gray 

Model E2E-X[]D1-N1 
 

CASE                 : Black 
Sensing surface : White 
Cable                 : Gray 
 

Model E2EQ-X[]X1 
Model E2EQ-X[]D1(-M1GJ) 

CASE                 : Black 
Sensing surface : White 
Cable                 : Gray 

Model E2E-X5E1-6 
Model E2E-X7D1-N12 
 

CASE                 : Silver 
Sensing surface : White 
Cable                 : Gray 
 

Model E2FM-X5C1 
Model E2FM-X5D1 
Model E2EF-X7D1 

CASE                 : Silver 
Sensing surface : Silver 
Cable                 : Gray 
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Product discontinuation Recommendable replacement 

Model E2E-X2F1-3 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2EM-X4X1-1 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 

Model E2E-X10Y1-5 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2E-X10Y1-US 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 

Model E2E-X1R5E1-16 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 
 

Model E2E-X1R5E1 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2E-X2E1 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2E-X2D1-N8 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 
 
 

Model E2E-X2D1-N 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2E-X3D1-N 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2E-X2E1-12 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2E-X5E1 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 

Model E2E-X1R5E1-15 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
 

Model E2E-X1R5E1 
CASE                 : Silver 
Sensing surface : Ivory 
Cable                 : Gray 
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[ Wire connection ] 
Product discontinuation Recommendable replacement 

Model E2E-X[]D1-M1G-T1 
Model E2E-X[]D1-M1GJ-T1 
Model E2E-X[]D1-N11 
 
 
 
 
 
 
 
Model E2E-X[]D1-M1J-T1[] 
Model E2E-X[]D1-N3 
 
 
 
 
 
 
 
 

Model E2EQ-X[]D1-M1GJ 
 
 
 
 
 
 
 
 

* Attention to reverse connection 
 
Model E2EQ-X[]D1G-M1GJ-T 
 
 
 
 
 
 
 

* Attention to Faulty wiring 

Model E2E-X10D2-M1J-T4N 
Model E2E-X10D2-M1G-T1/-T3 
 
 
 
 
 
 
 

Model E2EQ-X10D2R-M1GJ-T4 
 
 
 
 
 
 
 
 

Model E2E-X10D1-16 
 
 
 
 
 
 
 

Model E2EQ-X10D1 
Model E2EF-QX12D1 
 
 
 
 
 
 
 

Model E2E-X3D1-N14 
 
 
 
 
 
 
 

Model E2EF-QX3D1-M1TGJ 
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Product discontinuation Recommendable replacement 

Model E2E-X[]D1-N1 
 
 
 
 
 
 
 

Model E2EQ-X[]X1 
 
 
 
 
 
 
 
Model E2EQ-X[]D1(-M1GJ) 
 
 
 
 
 
 
 

Model E2E-X5E1-6 
 
 
 
 
 
 
 
 
 
 
 

Model E2FM-X5C1 
 
 
 
 
 
 
 
 
 
 

Model E2E-X7D1-N12 
 
 
 
 
 
 
 
 

Model E2FM-X5D1 
Model E2EF-X7D1 
 
 
 
 
 
 
 
 

Model E2E-X2F1-3 
 
 
 
 
 
 
 
 
 
 
 

Model E2EM-X4X1-1 
 
 
 
 
 
 
 
 
 
 
 

Load 
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Product discontinuation Recommendable replacement 

Model E2E-X10Y1-5 
 
 
 
 
 
 
 
 
 
 

Model E2E-X10Y1-US 
 
 
 
 
 
 
 
 
 

Model E2E-X1R5E1-16 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X1R5E1 
Model E2E-X2E1 
 
 
 
 
 
 
 
 
 
 

Model E2E-X2D1-N8 
 
 
 
 
 
 
 
 
 

Model E2E-X2D1-N 
Model E2E-X3D1-N 
 
 
 
 
 
 
 

Model E2E-X2E1-12 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X5E1 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X1R5E1-15 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X1R5E1 
 
 
 
 
 
 
 
 
 
 

Load 

Load 

Load 
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[ Dimensions ] 
Product discontinuation Recommendable replacement 

Model E2E-X3D1-M1G-T1 
 
 
 
 
 
 
 
 
 
 
Model E2E-X3D1-M1J-T1 
 
 
 
 
 
 
 
 
 
 
Model E2E-X3D1-M1J-T1N/-M1GJ-T1 
 
 
 
 
 
 
 
 
 
 
 
Model E2E-X3D1-N3 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X3D1G-M1GJ-T 
 
 
 
 
 
 
 
 
Model E2EQ-X3D1-M1GJ 
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Product discontinuation Recommendable replacement 

Model E2E-X7D1-M1G-T1 
 
 
 
 
 
 
 
 
 
 
 
 
 
Model E2E-X7D1-M1J-T1 
 
 
 
 
 
 
 
 
 
 
Model E2E-X7D[]-M1GJ-T1/-M1J-T[]N 
 
 
 
 
 
 
 
 
 
Model E2E-X7D1-N3 
 
 
 
 
 
 
 
 
Model E2E-X7D1-N11 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X7D1G-M1GJ-T 
 
 
 
 
 
 
 
 
 
 
Model E2E-X7D1-M1GJ 
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Product discontinuation Recommendable replacement 

Model E2E-X10D1-M1G-T1 
 
 
 
 
 
 
 
 
 
 
 
Model E2E-X10D1-M1J-T1 
 
 
 
 
 
 
 
 
 
 
 
 
Model E2E-X10D1-M1J-T1N/-M1GJ-T1 
 
 
 
 
 
 
 
 
 
 
 
Model E2E-X10D1-N3 
 
 
 
 
 
 
 
 
Model E2E-X10D1-N11 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X10D1G-M1GJ-T 
 
 
 
 
 
 
 
 
 
 
Model E2FQ-X10D1-M1GJ 
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Product discontinuation Recommendable replacement 

E2E-X7D2-M1G-T1 
 
 
 
 
 
 
 
 
 
 
 
 
 

E2EQ-X10D2R-M1GJ-T4 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X10D2-M1G-T1/-T3 
 
 
 
 
 
 
 
 
 
 
 
 
Model E2E-X10D2-M1J-T4N 
 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X10D2R-M1GJ-T4 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X10D1-16 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X10D1 
 
 
 
 
 
 
 
 
 
Model E2EF-QX12D1 
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Product discontinuation Recommendable replacement 

Model E2E-X3D1-N14 
 
 
 
 
 
 
 
 
 
 

Model E2EF-QX3D1-M1TGJ 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X3D1-N1 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X4X1 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X7D1-N1 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X8X1 
 
 
 
 
 
 
 
 
Model E2E-X7D1-M1GJ 
 
 
 
 
 
 
 
 
 

Model E2E-X10D1-N1 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2EQ-X10D1 
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Product discontinuation Recommendable replacement 

Model E2E-X5E1-6 
 
 
 
 
 
 
 
 
 
 
 

Model E2FM-X5C1 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2E-X7D1-N12 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model E2FM-X5D1 
 
 
 
 
 
 
 
 
 
 
Model E2EF-X7D1 
 
 
 
 
 
 
 
 
 

Model E2E-X2F1-3 
 
 
 
 
 
 
 
 
 

Model E2EM-X4X1-1 
 
 
 
 
 
 
 
 
 

Model E2E-X10Y1-5 
 
 
 
 
 
 
 
 
 
 

Model E2E-X10Y1-US 
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Product discontinuation Recommendable replacement 

Model E2E-X1R5E1-16 
 
 
 
 
 
 
 
 

Model E2E-X1R5E1 
 
 
 
 
 
 
 
 
Model E2E-X2E1 
 
 
 
 
 
 
 
 

Mounting 
 
 
 
 

Model E2E-X2D1-N8 
 
 
 
 
 
 
 
 
 

Model E2E-X2D1-N 
 
 
 
 
 
 
 
 
 
Model E2E-X3D1-N 
 
 
 
 
 
 
 
 

Mounting 
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Product discontinuation Recommendable replacement 

Model E2E-X2E1-12 
 
 
 
 
 
 
 
 
 
 

Model E2E-X5E1 
 
 
 
 
 
 
 
 
 

* It is connectable with a F92A-C-1.  
However, the size is not the same as the 
discontinuation product. 

 
Model E2E-X2E1 
 
 
 
 
 
 
 

Mounting 
 
 
 

* It is not connectable with a F92A-C-1.  
However, the size is the same as the 
discontinuation product. 

 

Model E2E-X1R5E1-15 
 
 
 
 
 
 
 

Model E2E-X1R5E1 
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[ Characteristics ] 

Item 

Product discontinuation 
Recommendable 

replacement 
Recommendable 

replacement 

Model E2E-X[]D[]-M1[]-T1(N)
Model E2E-X[]D[]-M1[]-T4(N)

Model E2E-X[]D[]-N3/-N11 

Model E2EQ-X[]D[]G-M1GJ-T
Model E2EQ-X[]D[]R-M1GJ-T4

Model E2EQ-X10D1-M1GJ 

Sensing 
distance 

X3: 3 mm 
X7: 7 mm 
X10: 10 mm 

X3: 3 mm 
X7: 7 mm 
X10: 10 mm 

X10: 10 mm 

Response 
frequency 

X3: 1 kHz 
X7: 0.5 kHz 
X10: 0.4 kHz 

X3: 1 kHz 
X7: 0.5 kHz 
X10: 0.4 kHz 

X10: 0.4 kHz 

Power supply 12 to 24 V 10 to 32 V 10 to 30 V 

Leakage 
current 

0.8 mA 0.8 mA 0.8 mA 

Residual 
voltage 

5 V 5 V 3V 

Operation 
mode 

D1: NO 
D2: NC 

D1: NO 
D2: NC 

D1: NO 
 

Output 
configuration 

Nonpolarity Nonpolarity Polarity 

Switching 
capacity 

5 to 100 mA 3 to 100 mA 3 to 100 mA 

Indicators 
D1: Red/Green 
D2: Red 

D1: Red/Green 
D2: Red 

D1: Red/Green 
 

 

Item 
Product discontinuation 

Recommendable  
replacement 

Recommendable  
replacement 

Model E2E-X10D1-16 Model E2EQ-X10D1 Model E2EF-QX12D1 

Sensing 
distance 

10 mm 10 mm 12 mm 

Response 
frequency 

0.4 kHz 0.4 kHz 0.05 kHz 

Power supply 12 to 24 V 10 to 30 V 10 to 30 V 

Leakage 
current 

0.8 mA 0.8 mA 0.8 mA 

Residual 
voltage 

5 V 3 V 3 V 

Operation 
mode 

D1: NO D1: NO D1: NO 

Output 
configuration 

Polarity Polarity Polarity 

Switching 
capacity 

5 to 100 mA 3 to 100 mA 3 to 100 mA 

Indicators Red/Green Red/Green Red/Green 
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Item 
Product discontinuation 

Recommendable  
replacement 

Model E2E-X2D1-N13 
Model E2E-X3D1-N14 

Model E2EF-QX2D1-M1TGJ
Model E2EF-QX3D1-M1TGJ

Sensing 
distance 

X2: 2 mm 
X3: 3 mm 

X2: 2 mm 
X3: 3 mm 

Response 
frequency 

X2: 1.5 kHz 
X3: 1 kHz 

X2: 0.2 kHz 
X3: 0.08 kHz 

Power supply 12 to 24 V 10 to 30 V 

Leakage 
current 

0.8 mA 0.8 mA 

Residual 
voltage 

3 V 3 V 

Operation 
mode 

NO NO 

Output 
configuration 

Polarity Polarity 

Switching 
capacity 

3 to 100 mA 3 to 100 mA 

Indicators Red/Green Red/Green 

 

Item 
Product discontinuation 

Recommendable 
replacement 

Recommendable 
replacement 

Model E2E-X[]D1-N1 Model E2EQ-X[]X1 Model E2EQ-X[]D1(-M1GJ)

Sensing 
distance 

X3: 3 mm 
X7: 7 mm 
X10: 10 mm 

X4: 4 mm 
X8: 8 mm 

X7: 7 mm 
X10: 10 mm 

Response 
frequency 

X3: 1 kHz 
X7: 0.5 kHz 
X10: 0.4 kHz 

X4: 1 kHz 
X8: 0.5 kHz 

X7: 0.5 kHz 
X10: 0.4 kHz 

Power supply 12 to 24 V 10 to 24 V 10 to 30 V 

Leakage 
current 

0.8 mA 0.8 mA 0.8 mA 

Residual 
voltage 

3 V 3 V 3 V 

Operation 
mode 

NO NO NO 

Output 
configuration 

Nonpolarity Nonpolarity Polarity 

Switching 
capacity 

3 to 100 mA 3 to 100 mA 3 to 100 mA 

Indicators Red/Green Red/Green Red/Green 
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Item 
Product discontinuation 

Recommendable  
replacement 

Model E2E-X5E1-6 
Model E2E-X7D1-N12 

Model E2FM-X5C1 
Model E2EF-X7D1 

Sensing 
distance 

X5: 5 mm 
X7: 7 mm 

X5: 5 mm 
X7: 7 mm 

Response 
frequency 

X5: 0.6 kHz 
X7: 0.5 kHz 

X5: 0.1 kHz 
X7: 0.1 kHz 

Power supply 12 to 24 V 10 to 30 V 

Current 
consumption 

E1: 17 mA C1: 10 mA 

Leakage 
current 

D1: 0.8 mA D1: 0.8 mA 

Residual 
voltage 

E1: 2 V 
D1: 3 V 

C1: 2 V 
D1: 3 V 

Operation 
mode 

E1/D1: NO C1/D1: NO 

Output 
configuration 

E1: Collector load built-in 
D1: DC 2 W 

C1: NPN-Open collector 
D1: DC 2 W 

Switching 
capacity 

E1: 200 mA 
D1: 3 to 100 mA 

C1: 200 mA 
D1: 3 to 100 mA 

Indicators 
E1: Red 
D1: Red/Green 

C1: Yellow 
D1: Red/Green 

 

Item 
Product discontinuation 

Recommendable  
replacement 

Model E2E-X10Y1-5 Model E2E-X10Y1-US 

Sensing 
distance 

10 mm 10 mm 

Response 
frequency 

25 Hz 25 Hz 

Power supply 
AC 24 to 240 V  
50/60 Hz 

AC 24 to 240 V 
50/60 Hz 

Leakage 
current 

1.5 mA 1.7 mA 

Operation 
mode 

5 to 300 mA 5 to 300 mA 

Indicators Red Red 
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Item 
Product discontinuation 

Recommendable  
replacement 

Model E2E-X2F1-3 Model E2EM-X4X1-1 

Sensing 
distance 

2 mm 4 mm 

Response 
frequency 

1.5 kHz 1 kHz 

Power supply 12 to 24 V 10 to 30 V 

Current 
consumption 

17 mA --- 

Leakage 
current 

--- 0.8 mA 

Residual 
voltage 

2 V 5 V 

Operation 
mode 

DC 3 W DC 2 W 

Output 
configuration 

Collector load built-in Nonpolarity 

Switching 
capacity 

200 mA 100 mA 

Indicators None None 

 

Item 
Product discontinuation 

Recommendable  
replacement 

Recommendable  
replacement 

Model E2E-X1R5E1-16 Model E2E-X1R5E1 Model E2E-X2E1 

Sensing 
distance 

1.5 mm 1.5 mm 2 mm 

Response 
frequency 

2 kHz 2 kHz 1.5 kHz 

Power supply 12 to 24 V 10 to 40 V 10 to 40 V 

Current 
consumption 

17 mA 13 mA 13 mA 

Residual 
voltage 

2 V 2 V 2 V 

Operation 
mode 

NO NO NO 

Output 
configuration 

Collector load built-in Collector load built-in Collector load built-in 

Switching 
capacity 

200 mA 200 mA 200 mA 

Indicators Red Red Red 
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Item 
Product discontinuation 

Recommendable 
replacement 

Model E2E-X2E1-12 Model E2E-X5E1 

Sensing 
distance 

2 mm 5 mm 

Response 
frequency 

1.5 kHz 0.6 kHz 

Power supply 10 to 40 V 10 to 40 V 

Current 
consumption 

13 mA 13 mA 

Residual 
voltage 

2 V 2 V 

Operation 
mode 

NO NO 

Output 
configuration 

Collector load built-in Collector load built-in 

Switching 
capacity 

200 mA 200 mA 

Indicators Red Red 

 

Item 
Product discontinuation 

Recommendable 
replacement 

Model E2E-X2D1-N8 
Model E2E-X2D1-N 
Model E2E-X3D1-N 

Sensing 
distance 

2 mm 
X2: 2 mm 
X3: 3 mm 

Response 
frequency 

1.5 kHz 
X2: 1.5 kHz 
X3: 1 kHz 

Power supply 12 to 24 V 10 to 30 V 

Leakage 
current 

0.8 mA 0.8 mA 

Residual 
voltage 

3 V 3 V 

Operation 
mode 

NO NO 

Output 
configuration 

DC 2 W DC 2 W 

Switching 
capacity 

3 to 100 mA 3 to 100 mA 

Indicators Red/Green Red/Green 
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Item 
Product discontinuation 

Recommendable 
replacement 

Model E2E-X1R5E1-15 Model E2E-X1R5E1 

Sensing 
distance 

1.5 mm 1.5 mm 

Response 
frequency 

2 kHz 2 kHz 

Power supply 10 to 40 V 10 to 40 V 

Current 
consumption 

13 mA 13 mA 

Residual 
voltage 

2 V 2 V 

Operation 
mode 

NO NO 

Output 
configuration 

Collector load built-in Collector load built-in 

Switching 
capacity 

200 mA 200 mA 

Indicators Red Red 

 
 
 

Specifications and prices in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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