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Discontinuation Notice of E5EZ-PRR series. 

 

 

 Product Discontinuation  Recommended Replacement 
 Digital Position-Proportional Controllers  Digital Temperature Controller 

 
Model E5EZ-PRR series 

 
Model E5EC-PR-8[][] series 

 
[ Discontinuation date ] 

The end of March, 2015 
 
[ Caution on recommended replacement ] 

·  Wiring and terminal arrangement are changed. Be sure to wire properly. 
·  RS-485 is the only communication method on E5EC-PR-8[][] series. (RS-232C not usable) 
·  Thermocouple input model and platinum resistance thermometer input model are unite model on 
E5EC-PR-8[][] series. 

·  The indication accuracy on E5EC-PR-8[][] series is better than E5EZ-PRR series. 
·  Between E5EZ-PRR and E5EC-PR-8[][] series, there are differences of alarm type and operation 
method. 

·  Before using E5EC-PR-8[][], throughly read and understand instruction manual to ensure correct use. 
 
[ Difference from discontinued product ] 

Recommended 
replacement Model 

Body 
Color 

Dimen
-sions

Wire 
connection

Mounting 
Dimensions

Charact 
-eristics 

Operation 
ratings 

Operation 
methods

E5EC-PR-8[][] ** -- -- ** * -- -- 

 

** : Compatible 
* : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 

 
[ Product Discontinuation and recommended replacement ] 

Product discontinuation Recommended replacement 

E5EZ-PRRL  

E5EZ-PRRT  
E5EC-PR0ASM-800  

E5EZ-PRR2L  

E5EZ-PRR2T  
E5EC-PR2ASM-800  

E5EZ-PRR2BL  

E5EZ-PRR2BT  

E5EZ-PRR201L  

E5EZ-PRR201T  

E5EZ-PRR203L  

E5EZ-PRR203T  

E5EC-PR2ASM-804  
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[ Body color ] 
Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

 

 
Black 

 

 
Black 

 
[ Wire connection ] 

Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

Wire Connection Wire Connection 

 
 

Input Power Supply 

 
 
 
Control Outputs 

 
 
 

 Auxiliary Inputs 
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Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

Sensor (Temperature/Analog) Input 

 
 

 
Potentiometer Input 

 
 

Options 

 
 

 
[ Mounting dimensions ] 

Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

Mounting dimensions 
 
 

 
 

Mounting dimensions 
No changes 
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[ Dimensions ] 
Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

Dimensions  
Main Body 

 
 
 
Terminal Cover 
E53-COV18. 

 
 
 

Dimensions 
Main Body 

 
 

Terminal Cover 
E53-COV24. 
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[ Characteristics ] 

Item 
Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

Input power Supply 100 to 240 VAC, 50/60 Hz 
100 to 240 VAC, 50/60 Hz 
(No changes) 

Operating Voltage Range  
85% to 110% of rated supply 
voltage 

85% to 110% of rated supply 
voltage (No changes) 

Power Consumption 
10 VA  
(100 to 240 VAC) 

6.6 VA Max. (-800 type) 
8.3 VA Max. (-804 type) 
(100 to 240 VAC model) 

Indication accuracy  
(Thermocouple) 

(±0.5% of indicated value or ±1°C, 
whichever is greater) ±1 digit max.

(±0.3% of indicated value or ±1°C, 
whichever is greater) ±1 digit max. 

Indication accuracy  
(Platinum resistance thermometer) 

(±0.5% of indicated value or ±1°C, 
whichever is greater) ±1 digit 

(±0.2% of indicated value or ±0.8°C, 
whichever is greater) ±1 digit 

Indication accuracy  
(Analog input) 

±0.5% FS ±1 digit max. ±0.2% FS ±1 digit max. 

Indication accuracy  
(Potentiometer input)  

±5% FS ±1 digit max. ±5% FS ±1 digit max. 

Control Output (Relay Output) 
Open/Close, 250 VAC, 1 A 
(include inrush current) 

SPST-NO, 250 VAC, 5 A 
(resistive load) 

Alarm Output (Relay Output) 250 VAC, 2 A (resistive load) 250 VAC, 3 A (resistive load) 

Control Method 2-PID control ON/OFF or 2-PID control 

Potentiometer Input 100 Ω to 2.5 kΩ 100 Ω to 10 kΩ  

Degree of protection 
Front panel: IP50 
Rear case: IP20 
Terminal section: IP00 

Front panel: IP66 
Rear case: IP20 
Terminal section: IP00 
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[ Operation ratings ] 
Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

Input Type 

 

Input Type 

 

Alarm Type 

 
 

Alarm Type 
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[ Operation methods ] 
Product discontinuation 
Model E5EZ-PRR series 

Recommendable replacement 
Model E5EC-PR-8[][] series 

Names of Parts on Front Panel 
 

 

 

 

Names of Parts on Front Panel 
 

 

 

 
 
 

Specifications and prices in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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